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Squeezed states of light have been successfully employed in interferometric gravitational-wave
detectors to reduce quantum noise, thus becoming one of the most promising options for extending the
astrophysical reach of the generation of detectors currently under construction worldwide. In these
advanced instruments, quantum noise will limit sensitivity over the entire detection band. Therefore, to
obtain the greatest benefit from squeezing, the injected squeezed state must be filtered using a long-
storage-time optical resonator, or “filter cavity,” so as to realize a frequency-dependent rotation of the
squeezed quadrature. While the ultimate performance of a filter cavity is determined by its storage time,
several practical decoherence and degradation mechanisms limit the experimentally achievable quantum
noise reduction. In this paper we develop an analytical model to explore these mechanisms in detail. As
an example, we apply our results to the 16 m filter cavity design currently under consideration for the
Advanced LIGO interferometers.
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I. INTRODUCTION
Squeezed states of light are used in a variety of experi-
ments in optical communication, biological sensing and
precision measurement [1–3]. To gravitational-wave detec-
tors, the finest position-meters ever built, squeezed states of
light today represent one of the most mature technolo-
gies for further expanding the detectable volume of the
universe [4,5].
The advanced detectors currently under construction,
such as Advanced LIGO [6], will be limited by quantum
noise over their entire detection band, from 10 Hz to
10 kHz. To fully exploit the potential of squeezing,
squeezed states must therefore be manipulated so as to
impress a frequency-dependent rotation upon the squeezing
ellipse. Such rotation can be realized by reflecting the
squeezed states from a detuned, over-coupled, optical
resonator, called a quantum filter cavity.
The performance of ideal filter cavities, fundamentally
limited by their storage times, is well-understood [7,8] and
a proof-of-principle experimental demonstration has been
performed [9]. However, the impact of several decoherence
and degradation mechanisms which critically determine the
achievable performance of astrophysically relevant filter
cavities has not yet been investigated.
In this paper we present an analytical model, based on
the two-photon formalism [10–12], which evaluates the
reduction in observable squeezing caused by optical losses
and by spatial mode mismatch between the injected
squeezed light, the filter cavity and the interferometer.
Further, we also explore the influence of squeezed quad-
rature fluctuations [13], or “phase noise,” generated both
inside and outside the filter cavity. As a concrete example,
we study the effects of these noise sources on a 16 m long
filter cavity with a 60 Hz linewidth, parameters considered
for Advanced LIGO [14].
II. ANALYTICAL MODEL
The frequency-dependent squeezing system modelled in
this work is shown in Fig. 1. The squeezed beam is injected
into the interferometer after reflection from the filter cavity.
In this model we assume that the quantum noise enhance-
ment is measured via a generic homodyne readout system,
by beating the interferometer output field against a local
oscillator (LO) field. The main sources of squeezing
decoherence (optical loss and mode mismatch) and deg-
radation (phase noise due to local-oscillator phase-lock
errors and cavity length fluctuations) are indicated.
Using the mathematical formalism described in [14] and
further developed in Appendix A, our analysis calculates
the achievable quantum noise reduction by propagating
three classes of vacuum field through the optical system: v1
which passes through the squeezer and becomes the
squeezed field; v2 which accounts for all vacuum fluctua-
tions that are coupled into the beam due to optical losses
before the interferometer; and v3 which accounts for
vacuum fluctuations introduced due to losses after the
interferometer. In this formalism vacuum fields are propor-
tional to the identity matrix, v1 ¼ v2 ¼ v3 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ℏω0
p
I, and
their interaction with an optical element or system may be
described by multiplication with a 2 × 2 transmission
matrix T, i.e. vout ¼ Tvin.
In Secs. II A, II B and II C we develop transfer matrices
for the propagation of v1 through the squeezer and injection
optics, its modification by the filter cavity and the influence*jmiller@ligo.mit.edu
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it experiences due to imperfect mode matching. Section II D
constructs a transfer matrix describing the optomechanical
coupling of the interferometer and shows that it can be
written as a product of rotation and squeezing operators.
We then, in Sec. II E, incorporate the uncontrolled vacuum
noise coupled into the squeezed field due to loss and show
how one can compute the quantum noise at the readout of
the interferometer using the matrices developed in the
previous sections. The final piece of our analytical model,
performance degradation due to phase noise, is detailed in
Sec. II F.
A. Squeezed field injection
The squeezer is represented by the operator Sðσ;ϕÞ,
given by
Sðσ;ϕÞ¼RðϕÞSðσ;0ÞRð−ϕÞ¼RϕSσR†ϕ
¼

cosϕ −sinϕ
sinϕ cosϕ

eσ 0
0 e−σ

cosϕ sinϕ
−sinϕ cosϕ

;
ð1Þ
which describes squeezing by e−σ at angle ϕ and
antisqueezing by eσ at ϕþ π=2. Conventionally, sque-
ezing magnitudes are expressed in decibels (dB), with
σdB ¼ σ × 20log10e.
In general, all optical losses outside of the filter cavity
are frequency independent or the frequency dependence
is so small that it can be neglected. Examples of optical
losses are residual transmissions of steering mirrors,
scattering, absorption and imperfections in polarization
optics. The last of these is likely to dominate the
frequency-independent losses incurred in the passage of
the squeezed field to the readout, therefore these losses are
represented in Fig. 1 as occurring at the optical isolator.
Since there are no nonlinear elements in our system
between the squeezer and the interferometer (i.e. nothing
which mixes upper and lower audio sidebands) we can
combine all of the input losses together into a single
frequency-independent “injection loss”, Λ2inj, which repre-
sents the total power loss outside of the filter cavity and
before the readout (this work does not consider any losses
within the interferometer itself).
Amalgamating the losses with the action of the squeezer,
we arrive at the two-photon transfer matrix which takes v1
to the filter cavity [15],
Tinj ¼ τinjSðσsqz;ϕsqzÞ; ð2Þ
where the attenuation due toΛ2inj is described by the transfer
coefficient τinj ¼ τðΛinjÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − Λ2inj
q
.
B. Filter cavity
Reflection from a filter cavity is a linear process which
can easily be described in the one-photon, and therefore
two-photon, formalisms, as in equation (A9) of [14].
However, the approach therein does not permit one to
explore the consequences of filter cavity imperfections
analytically, with resulting loss of physical insight. Here we
revisit this equation and, by making appropriate approx-
imations, construct a closed-form expression for the action
of a filter cavity in the two-photon formalism.
For a given signal sideband frequency Ω, the complex
reflectivity, rfcðΩÞ, of a filter cavity, using the same
notation as [14], is given by
FIG. 1 (color online). The frequency-dependent squeezing system analyzed in this work. The squeezer generates a frequency-
independent squeezed state with spatial modeUsqz. The squeezed state becomes frequency dependent after reflection from a filter cavity
and is subsequently detected via homodyne readout using a local oscillator with spatial mode Ulo.
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rfcðΩÞ ¼ rin −
t2in
rin
rrte−iΦðΩÞ
1 − rrte−iΦðΩÞ
; ð3Þ
where rin is the amplitude reflectivity of the input mirror
and rrt is the cavity’s round-trip amplitude reflectivity.
For a cavity of length Lfc and resonant frequency ωfc, the
round-trip phase ΦðΩÞ is defined as
ΦðΩÞ ¼ ðΩ − ΔωfcÞ
2Lfc
c
; ð4Þ
where Δωfc ¼ ωfc − ω0 is the cavity detuning with respect
to the carrier frequency ω0 and c is the speed of light.
For a high-finesse cavity near to resonance, we can make
the approximations
e−iΦðΩÞ ≃ 1 − iΦðΩÞ ð5Þ
and
rrt ≃ rin ≃
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − t2in − Λ2rt
q
≃ 1 − ðt2in þ Λ2rtÞ=2; ð6Þ
where Λ2rt accounts for the power lost during one round-trip
in the cavity (not including input mirror transmission).
Under these approximations, and neglecting terms of
order 1 or greater in Λ2rt, t2in and ΦðΩÞ, (3) can be rewritten
as [16]
rfcðΩÞ ¼ 1 −
2 − ϵ
1þ iξðΩÞ ¼
ϵ − 1þ iξðΩÞ
1þ iξðΩÞ ; ð7Þ
where
ϵ ¼ 2Λ
2
rt
t2in þ Λ2rt
¼ cΛ
2
rt
2Lfcγfc
¼ fFSR
γfc
Λ2rt; ð8Þ
ξðΩÞ ¼ 2ΦðΩÞ
t2in þ Λ2rt
¼ Ω − Δωfc
γfc
ð9Þ
and the cavity half-width-half-maximum-power linewidth
is defined as
γfc ¼
1 − r2rt
2
c
2Lfc
¼ t
2
in þ Λ2rt
2
c
2Lfc
: ð10Þ
As noted by previous authors [17], for a given cavity half-
width γfc, the filter cavity performance is determined
entirely by the loss per unit length Λ2rt=Lfc.
To investigate the effect the filter cavity has on a
squeezed field we must convert its response, (7), into
the two-photon picture. This is done with the one-photon to
two-photon conversion matrix (see [14] and Sec. A 3),
A2 ¼
1ﬃﬃﬃ
2
p

1 1
−i þi

; ð11Þ
yielding the transfer matrix
Tfc ¼ A2 ·

rþ 0
0 r−

·A2−1; ð12Þ
where r ¼ rfcðΩÞ.
To cast this expression in a more instructive form, we
require several sum and difference quantities based on
rfcðΩÞ. In terms of ϵ and ξðΩÞ, the complex phase and
magnitude of rfcðΩÞ are given by
αfcðΩÞ ¼ argðrfcðΩÞÞ
¼ argð−1þ ϵþ ξ2ðΩÞ þ ið2 − ϵÞξðΩÞÞ ð13Þ
and
ρfcðΩÞ ¼ jrfcðΩÞj ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 −
ð2 − ϵÞϵ
1þ ξ2ðΩÞ
s
; ð14Þ
whence we define
α ¼ αfcðΩÞ; ρ ¼ ρfcðΩÞ;
αp
m
¼ αþ  α−
2
and ρp
m
¼ ρþ  ρ−
2
; ð15Þ
where the subscripts p and m are used to denote the sum
and difference of the phases and magnitudes.
The transfer matrix of the filter cavity can then be
expressed in a form which clearly shows the effect of
intracavity loss,
Tfc ¼ eiαmRαp|ﬄﬄﬄ{zﬄﬄﬄ}
lossless
ðρpI − iρmRπ=2Þ|ﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄ{zﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄﬄ}
lossy
; ð16Þ
where I is the 2 × 2 identity matrix.
The first term in this expression, marked “lossless,”
consists of a rotation operation and an overall phase which
are identical to the rotation and phase provided by a lossless
filter cavity [7].
The second, “lossy”, term goes to unity for a lossless
filter cavity (ρp ¼ 1 and ρm ¼ 0). However, in the presence
of losses, this term mixes the quadratures of the squeezed
state, corrupting squeezing with antisqueezing. We empha-
size that this effect is not decoherence, as we have not yet
introduced the vacuum fluctuations which enter as a
consequence of the filter cavity losses, but rather a coherent
dephasing of the squeezed quadratures which cannot be
undone by rotation of the state. This dephasing is a direct
result of different reflection magnitudes experienced by the
upper and lower audio sidebands (i.e. ρm ≠ 0). The
DECOHERENCE AND DEGRADATION OF SQUEEZED … PHYSICAL REVIEW D 90, 062006 (2014)
062006-3
ramifications of this effect on the measured noise are
presented in Sec. II E.
Additionally, by combining (13) and (15), we are now
able to write an explicit expression for the squeezed
quadrature rotation, αp, produced by the filter cavity,
αp ≃ atan
 ð2 − ϵÞγfcΔωfc
ð1 − ϵÞγfc2 − Δωfc2 þΩ2

; ð17Þ
which holds for typical filter cavity parameters,
ϵ≪ 1⇒ Λ2rt ≪ t2in. In particular, for a lossless filter cavity
(ϵ ¼ 0),
αp ¼ atan

2γfcΔωfc
γfc
2 − Δωfc2 þΩ2

; ð18Þ
consistent with the expression for αp which can be deduced
from (88) of [7] (note that the referenced equation is
missing factor of 2, as reported in [8]).
C. Mode matching
A quantum filter cavity modifies the phase of the
squeezed state which is coupled into its resonant mode.
In a laboratory context, free-space optics are used to
perform this coupling, maximizing the spatial overlap
between the cavity mode and the incident beam. This
process is known as “mode matching” and the result is
inevitably imperfect. In the case of quantum filter cavities,
imperfect mode matching results in both a source of loss
and in a path by which the squeezed state can bypass the
filter cavity. In this section we develop a model describing
how imperfect filter cavity mode matching affects a
squeezed state. Furthermore, we also include the effects
of loss arising from mode mismatch between the squeezed
field and the beam, known as the “local oscillator” (LO),
used to detect it.
The previously stated filter cavity reflectivity rfc applies
only to a field perfectly mode matched to the cavity
fundamental mode. In order to incorporate mode mismatch,
we express the LO and the beam from the squeezed light
source in an orthonormal basis of spatial modes Un (e.g.
Hermite-Gauss or Laguerre-Gauss modes) such that
Usqz ¼
X∞
n¼0
anUn; with a0 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 −
X∞
n¼1
janj2
s
ð19Þ
Ulo ¼
X∞
n¼0
bnUn; with b0 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 −
X∞
n¼1
jbnj2
s
ð20Þ
where an and bn are complex coefficients. We further
choose this basis such that U0 is the filter cavity funda-
mental mode. For a0 ¼ 1 the beam from the squeezed light
source is perfectly matched to the filter cavity mode.
Similarly, b0 ¼ 1 indicates that the local oscillator beam
has perfectly spatial overlap with the filter cavity mode.
Since the filter cavity is held near the resonance of
the fundamental mode, we assume that all other modes
(Un with n > 0) are far from resonance, with ξ ≫ 1 and
rfc ≃ 1. Thus, the squeezed beam after reflection from the
filter cavity is given by
Urfc ¼ rfcðΩÞ ·Usqz ¼ rfcðΩÞa0U0 þ
X∞
n¼1
anUn: ð21Þ
The fundamental mode’s amplitude and phase are modified
by the filter cavity, whereas those of the other modes
remain unchanged since these modes are not resonant and
the filter cavity acts like a simple mirror.
The spatial overlap integral of the reflected field Urfc and
the local oscillator Ulo is
hUlojUrfci ¼ t00rfcðΩÞ þ tmm ð22Þ
where t00 ¼ a0b0 and tmm ¼
P∞
n¼1 anb

n. Note that tmm
represents the overlap between the mismatched part of the
beam from the squeezed light source and the mismatched
LO. The squeezed field which follows this path essentially
bypasses the filter cavity, and thereby experiences no
frequency-dependent rotation. It may, however, acquire a
frequency-independent rotation with respect to the field
which couples into the filter cavity, as can be seen from the
two-photon mode-mismatch matrix,
Tmm ¼ A2 ·

tmm
tmm

·A2−1 ¼ jtmmjRðargðtmmÞÞ:
ð23Þ
The addition of this coupling path results in a frequency-
dependent rotation error with respect to the rotation
expected from a perfectly mode matched filter cavity.
For modest amounts of mode mismatch (less than 10%),
this error can be corrected by a small change in the filter
cavity detuning.
The magnitude of the mode mismatch is constrained by
t00 such that
jtmmj ≤
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 − a20Þð1 − b20Þ
q
≤ 1 − t00 ð24Þ
while the phase is in general unconstrained. The hUlojUrfci
overlap is maximized when tmm is real and positive and
minimized when it is real and negative.
Experimentally, the quantities which one can easily
measure are the squeezed field/filter cavity power mode-
coupling, a20, and the squeezed field/local oscillator power
mode-coupling, c20, say. From these values one can deter-
mine b0, the overlap between the LO and filter cavity
modes, in the following way,
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b0 ¼ hUlojU0i ¼ a0c0 þ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 − a20Þð1 − c20Þ
q
expðiϕmmÞ;
ð25Þ
where ϕmm captures the ambiguity in the tmm phase. The
parameters of interest for noise propagation are then easily
determined,
t00 ¼ a0b0; ð26Þ
tmm ¼ c0 − t00: ð27Þ
Note that the second equality in (25) is not universally
true. The magnitude of the second term (the expression
multiplying the exponential) can be smaller than that given,
depending on the unknown character of the mode mis-
matches. However this choice, an upper bound, allows one
to explore the full range of b0 values necessary to constrain
the mode-mismatch-induced noise.
D. Interferometer
The nonlinear action of radiation pressure in an inter-
ferometer affects any vacuum field incident upon it. In our
analysis, we include an idealized lossless interferometer to
illustrate this phenomenon. Operated on resonance, such an
interferometer may be described by the transfer matrix
Tifo ¼

1 0
−K 1

; ð28Þ
as reported in [18]. Here, K characterizes the coupling of
amplitude fluctuations introduced at the interferometer’s
dark port to phase fluctuations exiting the same port and
takes the form
K ¼

ΩSQL
Ω

2 γ2ifo
Ω2 þ γ2ifo
; ð29Þ
where γifo is the interferometer signal bandwidth and ΩSQL
is a characteristic frequency, dependent on the particular
interferometer configuration, which approximates the fre-
quency at which the interferometer quantum noise equals
the standard quantum limit (i.e. where radiation pressure
noise intersects shot noise [7]).
For a conventional interferometer without a signal
recycling mirror, like the power-recycled Michelson inter-
ferometer described in [7],
γifo0 ¼ γarm ≃
Tarmc
4Larm
ð30Þ
and
ΩSQL0 ≃
8
c
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
Parmω0
mTarm
s
; ð31Þ
where Parm is the laser power stored inside the interfer-
ometer arm cavities, ω0 is the frequency of the carrier field,
Larm is the arm cavity length, m is the mass of each test
mass mirror, Tarm is the power transmissivity of the arm
cavity input mirrors and approximations are valid provided
arm cavity finesse is high.
For a dual-recycled interferometer, operating with a
tuned signal-recycling cavity of length Lsrc, it can be
shown that, for Ω≪ c=Lsrc,
γifo ¼
1þ rsr
1 − rsr
γifo0 ð32Þ
and
ΩSQL ¼
tsr
1þ rsr
ΩSQL0 ; ð33Þ
where tsr and rsr are the amplitude transmissivity and
reflectivity of the signal recycling mirror. Given the
Advanced LIGO parameters reported in Table I,
γifo ≃ 9γifo0 ≃ 2π × 390 Hz ð34Þ
and
ΩSQL ≃ΩSQL0
3
≃ 2π × 70 Hz; ð35Þ
confirming that the effect of signal recycling in Advanced
LIGO is to increase the interferometer’s bandwidth while
reducing the frequency at which its quantum noise reaches
the SQL. For such an interferometer, in which γifo ≫ ΩSQL,
K may be approximated by ðΩSQL=ΩÞ2 in the region of
interest (where K is order unity or larger).
While (28) is very simple, greater appreciation of the
action of the interferometer can be gained by noting that
TABLE I. Symbols and values for aLIGO interferometer
parameters.
Parameter Symbol Value
Frequency of the carrier field ω0 2π × 282 THz
Arm cavity length L 3995 m
Signal recycling cavity length Lsrc 55 m
Arm cavity half-width γarm 2π × 42 Hz
Arm cavity input mirror power
transmissivity
Tarm 1.4%
Signal recycling mirror power
transmissivity
t2sr 35%
Intracavity power Parm 800 kW
Mass of each test mass mirror m 40 kg
DECOHERENCE AND DEGRADATION OF SQUEEZED … PHYSICAL REVIEW D 90, 062006 (2014)
062006-5
Tifo can be recast in terms of the previously defined
squeeze and rotation operators as
Tifo ¼ Sðσifo;ϕifoÞRðθifoÞ ð36Þ
with
σifo ¼ − arcsinhðK=2Þ;
ϕifo ¼
1
2
arccotðK=2Þ;
θifo ¼ − arctanðK=2Þ:
The role of the filter cavity is to rotate the input squeezed
quadrature as a function of frequency such that it is always
aligned with the signal quadrature at the output of the
interferometer, even in the presence of rotation by θifo and
the effective rotation caused by squeezing at angle ϕifo. The
required filter cavity rotation is given by
θfc ¼ arctanðKÞ: ð37Þ
E. Linear noise transfer
We now combine the intermediate results of previous
sections to compute the quantum noise observed in the
interferometer readout. Three vacuum fields make contri-
butions to this noise: v1 which passes through the squeezer,
v2 which enters before the interferometer but does not pass
through the squeezer and v3 which enters after the
interferometer. We formulate transfer matrices for each
of these fields in turn before providing, in (43), a final
expression for the measured noise.
Converting the result of (22) into a two-photon transfer
matrix and including losses in the injection and readout
paths, via Tinj and τro respectively [see (2) and (42)], we
arrive at the full expression describing the transfer of
vacuum field v1 through the squeezer, filter cavity and
interferometer to the detection point,
T1 ¼ τroTifoðt00Tfc þ TmmÞTinj: ð38Þ
We now consider the vacuum field v2, which accounts
for all fluctuations coupled into the beam due to injection
losses, losses inside the filter cavity itself and imperfect
mode matching. The audio-sideband transmission coeffi-
cient from the squeezer to the interferometer is
τ2ðΩÞ ¼ ðt00rfcðΩÞ þ tmmÞτinj: ð39Þ
In the two-photon picture, the average of the upper and
lower sideband losses gives the source term for the v2
vacuum fluctuations, so that
T2 ¼ τroTifoΛ2 ð40Þ
where
Λ2 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − ðjτ2ðþΩÞj2 þ jτ2ð−ΩÞj2Þ=2
q
: ð41Þ
Finally, frequency-independent losses Λ2ro between the
interferometer and the readout introduce a second source
of attenuation of the squeezed state and accompany-
ing vacuum fluctuations v3, a process described by the
following transfer matrix and transmission coefficient
T3 ¼ Λro; τro ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − Λ2ro
q
: ð42Þ
These losses cannot be added to the injection losses
mentioned above since they are separated by the nonlinear
effects of the interferometer. Explicitly, losses before and
after the interferometer are not equivalent.
The single-sided power spectrum of the quantum noise at
the interferometer readout is then given by
NðζÞ ¼ jbζ · T1 · v1j2|ﬄﬄﬄﬄﬄﬄﬄﬄﬄ{zﬄﬄﬄﬄﬄﬄﬄﬄﬄ}
N1ðζÞ
þ jbζ · T2 · v2j2|ﬄﬄﬄﬄﬄﬄﬄﬄﬄ{zﬄﬄﬄﬄﬄﬄﬄﬄﬄ}
N2ðζÞ
þ jbζ · T3 · v3j2|ﬄﬄﬄﬄﬄﬄﬄﬄﬄ{zﬄﬄﬄﬄﬄﬄﬄﬄﬄ}
N3ðζÞ
;
ð43Þ
where the local oscillator field bζ ¼ ALOð sin ζ cos ζ Þ,
with amplitude ALO, determines the readout quadrature. All
mathematical operations are as defined in [14] and ζ is
defined such that Nðζ ¼ 0Þ is the noise in the quadrature
containing the interferometer signal.
We now investigate (43) more closely, providing
analytical expressions for the contribution of each term.
To improve readability, we normalize all noise powers with
respect to shot noise (see Appendix A 2). This action is
denoted through the use of an additional circumflex, i.e. bN
rather than N.
1. Noise due to vacuum fluctuations passing
through the squeezer, bN1
As the only term with dependence on filter cavity
performance, examination of bN1ðζÞ allows one to deter-
mine the optimal filter cavity parameters.
A comprehensive expression for bN1ðζ ¼ 0Þ may be
developed starting from (38). However, for clarity, and
to assist in gaining physical understanding, we restrict our
discussion to an optimally matched filter cavity, and neglect
injection and readout losses, to obtain a simple description
in terms of the optomechanical coupling constant K, the
cavity rotation angle αp and reflectivities ρp and ρm. In this
case,
bN1ðζ ¼ 0Þ ¼ ðρ2pe−2σ þ ρ2me2σÞðcos αp þK sin αpÞ2
þ ðρ2pe2σ þ ρ2me−2σÞðK cos αp − sin αpÞ2:
ð44Þ
Equation (44) elucidates both the effect of a filter cavity
and the role of filter cavity losses. We first remark that in
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the absence of both squeezed light (σ ¼ 0) and a filter
cavity (equivalent to ρp ¼ 1, ρm ¼ 0) the interferometer
output noise is simply
bN1 ¼ 1þK2: ð45Þ
With the addition of frequency-independent squeezed
light (σ ≠ 0, αp ¼ 0), the total output noise becomes
bN1 ¼ e−2σ þ e2σK2: ð46Þ
In the frequency region in whichK < 1 the noise is reduced
by the presence of squeezed light but forK > 1 the noise is
degraded by the antisqueezing component e2σ . Had we
chosen αp ¼ π=2 these roles would have been reversed.
The presence of a filter cavity (αp ¼ αpðΩÞ ≠ 0) allows
one to minimize the impact of antisqueezing on the
measured noise. For a lossless filter cavity (ρm ¼ 0,
ρp ¼ 1) the antisqueezing can be completely nulled by
selecting filter cavity parameters such that αp ¼ arctanðKÞ,
giving the minimal quantum noise
bN1 ¼ e−2σð1þK2Þ: ð47Þ
With the addition of filter cavity losses (ρm ≠ 0) the total
noise becomes
bN1 ¼ ðρ2pe−2σ þ ρ2me2σÞð1þK2Þ ð48Þ
and there is no value of αp for which the influence of
antisqueezing can be completely nulled (due to the coher-
ent dephasing effect discussed above in II B). It is important
to highlight that precluding “optimal” rotation is not the
only downside of a lossy filter cavity. Intracavity losses also
introduce additional vacuum fluctuations, v2, which do not
pass through the squeezer, leading to increased noise in the
interferometer readout via the T2 transfer matrix.
Considering an optimally mode-matched filter cavity, this
effect is most noticeable in (41), which becomes simply
Λ2 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − ðρ2p þ ρ2mÞ
q
≠ 0 (see also Sec. II E 2 below).
For an interferometer in which γifo ≲ ΩSQL, like a power-
recycled Michelson interferometer (or a detuned signal-
recycled Michelson interferometer), a single filter cavity is
not capable of realizing the desired rotation of the squeezed
quadrature, as extensively described in Sec. V and
Appendix C of [7]. Conversely, for a broadband interfer-
ometer like Advanced LIGO, in which γifo > 5ΩSQL and
the approximation K≃ ðΩSQL=ΩÞ2 holds, it can be shown,
from (17) and (37), that the output noise is minimized by a
single filter cavity with the following parameters
Δωfc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − ϵ
p
γfc ð49Þ
and
γfc ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2
ð2 − ϵÞ ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ1 − ϵp
s
ΩSQLﬃﬃﬃ
2
p ; ð50Þ
from which the requirements for a lossless filter cavity
(ϵ ¼ 0) can be derived,
Δωfc ¼ γfc ð51Þ
and
γfc ¼
ΩSQLﬃﬃﬃ
2
p : ð52Þ
In practice, for fixed cavity length and losses, the value
of tin is tuned to obtain the required filter cavity bandwidth.
However, changing tin affects both ϵ and γfc, making (50)
inconvenient to solve. Nevertheless, equating the right-
hand side of (50) with the expression for γfc derived from
(8), one obtains a version of ϵ which is independent of tin,
ϵ ¼ 4
2þ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2þ 2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1þ

2ΩSQL
fFSRΛ2rt

4
svuut ; ð53Þ
and can be used to find Δωfc and γfc. Then, from (10),
t2in ¼
2γfc
fFSR
− Λ2rt: ð54Þ
We note that as filter cavity losses increase, the ideal filter
cavity bandwidth also increases, while the optimal cavity
detuning is reduced. As a consequence, the desired value of
tin is approximately constant for ϵ≲ 0.3.
2. Noise due to vacuum fluctuations which do not
pass through the squeezer, bN2
Let us now consider bN2ðζ ¼ 0Þ, the term describing
noise due to loss-induced vacuum fluctuations which do
not pass through the squeezer. Assuming perfect mode
matching, Λ2 from (41) can be written as
Λ2 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1 − τ2injðρ2p þ ρ2mÞ
q
: ð55Þ
Thus, using (40), we obtain
bN2ðζ ¼ 0Þ ¼ τ2roð1þK2ÞΛ22
¼ τ2roð1þK2Þð1 − τ2injðρ2p þ ρ2mÞÞ: ð56Þ
3. Noise due to vacuum fluctuations in the readout, bN3
The noise due to vacuum fluctuations entering at the
interferometer readout follows trivially from (42),
bN3ðζ ¼ 0Þ ¼ Λ2ro ¼ 1 − τ2ro: ð57Þ
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F. Phase noise
In addition to optical losses and mode mismatch, a
further cause of squeezing degradation is phase noise, also
referred to as “squeezed quadrature fluctuations” [13]. In
this section we develop a means of quantifying the impact
of this important degradation mechanism.
Assuming some parameter X in T1 or T2 has small,
Gaussian-distributed fluctuations with variance δX2, the
average readout noise is given by
bNavgðζÞ≃ bNðζ; XÞ þ ∂2bNðζ; XÞ∂X2 δX22 ð58Þ
≃ bNðζ; X þ δXÞ þ bNðζ; X − δXÞ
2
: ð59Þ
Extending this approach to multiple incoherent noise
parameters Xn yields
bNavg ≃ bN þX
n
∂2bNðXnÞ
∂Xn2
δX2n
2
ð60Þ
≃ bN þX
n
bNðXn þ δXnÞ þ bNðXn − δXnÞ
2
− bN;
ð61Þ
where the parameters not explicitly listed as arguments
to bN, including ζ, are assumed to take on their mean
values.
While (61) is sufficient to evaluate bNavg for any collec-
tion of phase noise sources, we choose to follow the same
approach adopted in the treatment of optical losses, con-
sidering two classes of squeezed quadrature fluctuations:
extra-cavity fluctuations that are frequency independent
and intracavity fluctuations that are frequency dependent.
Examples of frequency-independent phase noise
sources include length fluctuations in the squeezed field
injection path and instabilities in the relative phase of the
local oscillator or the radio-frequency sidebands which
co-propagate with the squeezed field. Such frequency-
independent noise may be represented by variations, δζ,
in the homodyne readout angle ζ.
Frequency-dependent phase noise is caused by variabil-
ity in the filter cavity detuningΔωfc [see (4)]. This detuning
noise results from filter cavity length noise δLfc, driven by
seismic excitation of the cavity mirrors or sensor noise
associated with the filter cavity length control loop,
according to
δΔωfc ¼
ω0
Lfc
δLfc: ð62Þ
Detuning noise gives rise to frequency-dependent phase
noise through the properties of the filter cavity resonance.
For example, the dependence of Tfc on Δωfc is weak for
Ω≫ Δωfc, i.e. for frequencies far from resonance, and
stronger for Ω≃ Δωfc, i.e. for frequencies close to
resonance.
General analytic expressions for bNavg as a function of δζ
and δLfc are neither concise nor especially edifying.
Therefore, in the following section, we apply (61) numeri-
cally to illustrate the impact of phase noise in a typical
advanced gravitational-wave detector.
III. A 16 M FILTER CAVITY FOR
ADVANCED LIGO
We now apply the analytical model expounded above to
the particular case of a 16 m filter cavity. Such a system has
recently been considered for application to Advanced
LIGO [14] and therefore we use the specifications of this
interferometer in our study (see Table I).
The remaining parameters, show in Table II, represent
what we believe is technically feasible using currently
available technology. For example, the filter cavity length
noise estimate δLfc assumes that the cavity mirrors will be
held in single-stage suspension systems located on seis-
mically isolated HAM-ISI tables [19] and that the filter
cavity length control loop will have 150 Hz unity gain
frequency, and while a 2% mode mismatch between the
squeezed field and the filter cavity is extremely small,
newly developed actuators [20,21] allow us to be opti-
mistic. We chose to inject 9.1 dB of squeezing into our
system as this value results in 6 dB of high-frequency
squeezing at the interferometer readout (a goal for second-
generation interferometers [5]) and, conservatively, to
TABLE II. Parameters used in the application of our model to
Advanced LIGO.
Parameter Symbol Value
Filter cavity length Lfc 16 m
Filter cavity half-bandwidth γfc 2π × 61.4 Hz
Filter cavity detuning Δωfc 2π × 48 Hz
Filter cavity input mirror transmissivity t2in 66.3 ppm
Filter cavity losses Λ2rt 16 ppm
Injection losses Λ2inj 5%
Readout losses Λ2ro 5%
Mode-mismatch losses
(squeezer-filter cavity)
Λ2mmFC 2%
Mode-mismatch losses
(squeezer-local oscillator)
Λ2mmLO 5%
Frequency-independent phase
noise (RMS)
δζ 30 mrad
Filter cavity length noise (RMS) δLfc 0.3 pm
Injected squeezing σdB 9.1 dB
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consider a filter cavity with 16 ppm round-trip loss, even if
recent investigations have shown that lower losses are
achievable [22].
The results of our investigation are shown in Fig. 2.
One observes that intracavity losses are the dominant
source of decoherence below ∼300 Hz. However, we note
that, with small changes in parameter choice, the impact of
the other coupling mechanisms could also become impor-
tant. For instance, filter cavity length fluctuations approach-
ing 1 pm RMS would greatly compromise low frequency
performance.
At higher frequencies, injection, readout and mode-
mismatch losses are the most influential effects. With total
losses of ∼15%, measuring 6 dB of squeezing demands that
more than 9 dB be present at the injection point.
Even under the idealized condition of negligible filter
cavity losses (Λ2rt=Lfc ≪ 1 ppm=m), achieving a broadband
improvement greater than 6 dB places extremely stringent
requirements on the mode matching throughout the system
and on the filter cavity length noise.
IV. CONCLUSIONS
Quantum filter cavities were proposed several years
ago as means of maximizing the benefit available from
squeezing in advanced interferometric gravitational-wave
detectors [7]. However, the technical noise sources
which practically limit filter cavity performance have,
until now, been neglected. In this paper we have
presented an analytical model capable of quantifying
the impact of several such noise sources, including
optical loss, mode mismatch and frequency-dependent
phase noise. We find that real-world decoherence and
degradation can be significant and therefore must be
taken into account when evaluating the overall perfor-
mance of a filter cavity. Applying our model to the
specific case of Advanced LIGO [14], we conclude that
a 16 m filter cavity, built with currently available
technology, offers considerable performance gains and
remains a viable and worthwhile near-term upgrade to
the generation of gravitational-wave detectors presently
under construction.
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APPENDIX A: FORMALISM
In this appendix we place the calculations presented
above in the context of the one-photon and two-photon
formalisms extensively discussed in literature (see e.g.
[12,18]). We commence by connecting the one-photon
expression for the time-varying part of the electromag-
netic field to power fluctuations on a photo-detector. We
then transform the derived expression into the two-photon
basis to explicitly show how vacuum fluctuations
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FIG. 2 (color online). Power spectral density of quantum noise in the signal quadrature relative to coherent vacuum. Traces show how
the noise reduction of a −9.1 dB minimum uncertainty squeezed state is impaired by each of the various decoherence and degradation
mechanisms discussed herein. The effects of coherent dephasing are included in the “Filter cavity losses” trace. The family of “Mode
mismatch” curves encapsulates the unknown phase of tmm, with solid curves defining upper and lower bounds for the induced noise [see
Sec. II C, specifically (25)]. The trace labelled “All mechanisms” illustrates the total impact when the contributions of all decoherence
and degradation effects are considered simultaneously.
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generate measurable noise. This calculation is sub-
sequently generalized to the case of multiple vacuum fields
arriving at a photo-detector after having propagated through
an optical system, revealing the origin of (43). Finally, we
discuss how quantum noise may be calculated for systems
best described in the one-photon picture, in the process
deriving the one-photon to two-photon conversion
matrix (11).
1. One-photon and two-photon in context
The one-photon and two-photon formalisms provide two
alternative ways of expressing fields. In the one-photon
formalism, as described by (2.6) of [18], the time varying
part of the electromagnetic field EðtÞ is written in terms of
its audio-sideband components around the carrier fre-
quency ω0,
EðtÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2πℏω0
Ac
r
e−iω0t
Z þ∞
0
½aþðΩÞe−iΩt þ a−ðΩÞeiΩt
dΩ
2π
þ H:c:
¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2πℏω0
Ac
r
· 2Re

e−iω0t
Z þ∞
0
½aþðΩÞe−iΩt þ a−ðΩÞeiΩt
dΩ
2π

; ðA1Þ
where A is the “effective area”, “H.c.” means Hermitian conjugate and aðΩÞ are the normalized amplitudes of the upper
and lower sidebands at frequencies ω0  Ω in dimensions of ðnumber of photons=HzÞ1=2 (see [10] for greater detail).
By introducing E0 defined as
E0 ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2
Acϵ0
s
; ðA2Þ
and noting that [18] uses ϵ0 ¼ 1=4π, EðtÞ can be rewritten as
EðtÞ ¼ E0
ﬃﬃﬃﬃﬃﬃﬃﬃ
ℏω0
p
Re

e−iω0t
Z þ∞
0
½aþðΩÞe−iΩt þ a−ðΩÞeiΩt
dΩ
2π

¼ Re½E0δAðtÞe−iω0t ðA3Þ
where we have introduced the time-dependent amplitude
δAðtÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃ
ℏω0
p Z þ∞
0
½aþðΩÞe−iΩt þ a−ðΩÞeiΩt
dΩ
2π
:
ðA4Þ
In our application these fluctuations arrive to the photo-
detector together with a strong, constant local oscillator
field A0 such that
EðtÞ ¼ Re½E0ðA0 þ δAðtÞÞe−iω0t: ðA5Þ
The power PðtÞ transported by the beam can then be written
as
PðtÞ ¼ AIðtÞ ¼ Acϵ0EðtÞ2 ¼
Acϵ0
2
jE0ðA0 þ δAðtÞÞj2
¼ jA0j2 þ 2Re½A0δAðtÞ þ jδAðtÞj2; ðA6Þ
where IðtÞ denotes intensity and the overbar indicates the
average over one or more cycles of the electromagnetic
wave. Note that the effective area A has cancelled and
does not have a meaningful effect on the measurable
power. Since δAðtÞ ≪ A0, we can approximate the power
fluctuation δPðtÞ as
δPðtÞ≡ PðtÞ − jA0j2 ≃ 2Re½A0δAðtÞ: ðA7Þ
Switching to the frequency domain, we take the Fourier
transform of δPðtÞ to find
δ ~PðΩÞ ¼
Z þ∞
−∞
2Re½A0δAðtÞeiΩtdt
¼
Z þ∞
−∞
½A0δAðtÞ þ A0δAðtÞeiΩtdt
¼ A0δ ~AðΩÞ þ A0δ ~Að−ΩÞ
¼
ﬃﬃﬃﬃﬃﬃﬃﬃ
ℏω0
p
½A0aþðΩÞ þ A0a−ðΩÞ; ðA8Þ
where, in the final step, we have used (A4).
The two-photon formalism defines quadrature fields as
linear combinations of the one-photon fields [18],
a1 ¼
ðaþ þ a−Þﬃﬃﬃ
2
p and a2 ¼
ðaþ − a−Þﬃﬃﬃ
2
p
i
ðA9Þ
such that
aþ ¼
ða1 þ ia2Þﬃﬃﬃ
2
p and a− ¼
ða1 − ia2Þﬃﬃﬃ
2
p : ðA10Þ
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By substituting (A10) into (A8), we obtain the frequency-
domain expression for δP in the two-photon formalism,
δ ~PðΩÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ℏω0=2
p
½ðA0 þ A0Þa1ðΩÞ þ iðA0 − A0Þa2ðΩÞ
¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ℏω0
p
½Re½A0a1ðΩÞ þ Im½A0a2ðΩÞ: ðA11Þ
Expressing the local oscillator’s amplitude and phase
explicitly, A0 ¼ ALOeiϕ, δ ~PðΩÞ becomes
δ ~PðΩÞ ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ℏω0
p
ALO½a1ðΩÞ cosϕþ a2ðΩÞ sinϕ:
ðA12Þ
2. Calculation of quantum noise
Equation (A12) provides a simple method of calculating
the power fluctuations on a photo-detector given any time-
varying electromagnetic field beating against a local
oscillator.
As a specific and relevant example, quantum noise
(due to the zero-point energy of the electromagnetic field)
drives vacuum fluctuations, a1ðΩÞ and a2ðΩÞ, which are
incoherent and of unit amplitude at all frequencies. The
resulting noise power generated is
N ¼ jδ ~Pj2 ¼ 2ℏω0A2LOðja1 cosϕj2 þ ja2 sinϕj2Þ ðA13Þ
¼ 2ℏω0A2LO; ðA14Þ
where a1 and a2 have initially been listed explicitly to
highlight the incoherent nature of the noise associated with
each of the two quadratures. Note that this expression is
consistent with the familiar equation
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2Pavghν
p
for the
amplitude spectral density of shot noise, since the average
power level Pavg is equal to A2LO.
The tools of linear algebra can now be exploited to
simplify these expressions, allowing one to rewrite the
noise as
N ¼
ALOð cosϕ sinϕ Þ · ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ2ℏω0p  1 00 1
2
¼ jbζ · vinj2; ðA15Þ
where the local oscillator is as defined in Sec. II E
(given the LO phase convention ζ ¼ π=2 − ϕ),
bζ ¼ ALOð sin ζ cos ζ Þ ¼ ALOð cosϕ sinϕ Þ; ðA16Þ
and vin, simply proportional to the 2 × 2 identity matrix,
embodies the two independent vacuum noise sources
vin ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ℏω
p
I: ðA17Þ
In general, to calculate the quantum noise in an
optical system, the vacuum field vin entering an open port
is propagated to the readout photodetector through the
transfer matrix T of the system
vout ¼ T · vin; ðA18Þ
as described in [14]. The vacuum fluctuations vout then beat
against the local oscillator field present on the photodetec-
tor to give the power spectrum of quantum noise
N ¼ jbζ · voutj2 ¼ jbζ · T · vinj2: ðA19Þ
If multiple paths lead to the same photodetector, the total
noise may be calculated as the sum of the contributions due
to each vacuum source,
N ¼
X
n
jbζ · Tn · vnj2 ¼ 2ℏω0
X
n
jbζ · Tnj2: ðA20Þ
Finally, dividing by the shot noise level gives the normal-
ized noise power used throughout this paper
bN ¼ N
2ℏω0A2LO
: ðA21Þ
3. One-photon transfer
Some optical systems, like filter cavities, are better
described by the one-photon formalism, as this makes their
transfer matrices diagonal. As in the two-photon formalism,
the quantum noise N is the result of the incoherent sum of
the noise generated by two vacuum fields. Although, in this
case, the fields of concern are aþ and a− (rather than a1 and
a2). Beginning from (A8), the resulting noise is
N ¼ jδ ~Pj2 ¼ ℏω0ðjA0aþj2 þ jA0a−j2Þ ¼ 2ℏω0A2LO;
ðA22Þ
where, as before, aþ and a− have been included explicitly
before being set to unity.
However, rather than develop an equivalent set of linear
algebra expressions for computing total noise output in the
one-photon formalism, we instead use (A9) and (A10) to
define a one-photon to two-photon conversion matrix
A2 ¼
1ﬃﬃﬃ
2
p

1 1
−i þi

such that

a1
a2

¼ A2

aþ
a−

:
ðA23Þ
The one-photon transfer matrix of any optical system
which does not mix upper and lower audio sidebands
(i.e. any linear system) can then be expressed in the two-
photon formalism as
T ¼ A2 ·

tþ 0
0 t−

·A2−1; ðA24Þ
where t are the transfer coefficients for the upper and
lower audio sidebands.
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